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SYNOPSIS

The National Weather Service (NWS) developed a simplified
procedure in 1983 for predicting downstream flooding produced by
a dam failure. This procedure, known as the Simplified Dam Break
(SMPDBK) Flood Forecasting Model, produces information needed for
delineating areas endangered by dam-break floodwaters while
substantially reducing the amount of time, data, computer
facilities, and technical expertise required in employing more
‘highly sophisticated unsteady flow routing models such as the NWS
DAMBRK model. The SMPDBK model can easily be processed on an
inexpensive microcomputer; and with a minimal amount of data, the
user may within minutes predict the dam-break floodwave peak
flows, peak flood elevations, and peak travel times at selected
downstream points. This capacity for providing results quickly
and efficiently makes the SMPDBK model a useful forecasting tool
in a dam failure emergency when warning response time is short,
data are sparse, or large computer facilities are inaccessible.
The SMPDBK model is also useful for pre-event dam failure
analysis by emergency management personnel engaged in preparing
disaster contingency plans when the use of other flood routing
models is precluded by limited resources.

The SMPDBK model is designed for interactive use (i.e., the
computer prompts the user for information on the dam, reservoir,
and downstream channel and the user responds by entering the
appropriate data values), and it allows the user to enter as much
or as little data as are available; preprogrammed defaults can be
substituted for some of the input parameters. Using the
internally set default values, SMPDBK is capable of producing
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approximate flood forecasts after inputting only the reservoir
water surface elevation when the dam starts to breach, reservoir
surface area or storage volume associated with that water
elevation, and elevation vs. width data for two cross sections of
the downstream river valley (determined from on-site inspection
or from topographic maps). If, however, the user has access to
additional information (i.e., both the reservoir surface area and
reservoir storage volume; estimates of the final width and depth
of the breach; the time required for breach formation; the
turbine, spillway, and/or overtopping flow; the Manning roughness
coefficient; the flood elevation associated with a particular
channel cross section where flooding becomes a problem; and/or
elevation vs. width data for up to 50 downstream channel cross
sections), the model will utilize this information to enhance the
accuracy of the forecast.

In producing the dam-break flood forecast, the SMPDBK model
first computes the peak outflow at the dam; this computation is
based on the reservoir size, the size of the breach, and the
length of time it takes the breach to form. The computed
floodwave and channel properties are used in conjunction with
peak-flow routing curves to determine how the peak flow will be
attenuated as it moves downstream. Based on this predicted
floodwave reduction, the model computes the peak flows at speci-
fied cross sections along the downstream valley. The average
difference between the peak flow calculated with the more
complete DAMBRK model and that calculated with SMPDBK is in many
cases 10 percent or less. The SMPDBK model then computes the
depth reached by the peak flow based on the channel geometry,
slope, and roughness at the downstream cross sections. The
SMPDBK model also computes the time required for the peak to
reach each forecast point (cross section) and, if the user
entered a flood elevation for the point, the time at which the
flood elevation is reached as well as when the floodwave recedes
below that elevation, thus providing the user with a time frame
for evacuation and fortification upon which a preparedness plan
may be based.

The SMPDBK model compares well with the DAMBRK model in test
simulations of the flooding produced by the failure of Teton Dam,
the Buffalo Creek coal waste dam, and in numerous theoretical dam
failure simulations. Unlike DAMBRK, however, SMPDBK does not
account for backwater effects created by natural channel
constrictions or those due to such obstacles as downstream dams
or bridge embankments, the presence of which can substantially
reduce SMPDBK's accuracy.

Its speed and ease of use make it especially appropriate for
use in emergencies. In addition, planners, designers, emergency
managers, and consulting engineers responsible for predicting the
potential effects of a dam failure may employ the model in
situations where backwater effects are not significant for pre-
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event delineation of areas facing danger should a particular dam
fail.

I. INTRODUCTION

The devastation that occurs as impounded reservoir water
escapes through the breach of a failed dam and rushes downstream
is quick and deadly. This potential for disastrous flash
flooding poses a grave threat to many communities located
downstream of dams. A report by the U.S. Army (1975) indicates
20,000 dams in the U.S. are "so located that failure of the dam
could result in loss of human life and appreciable property
damage ..." This report, as well as the tragic destruction
resulting from the failures of the Buffalo Creek coal-waste dam,
the Toccoa Dam, the Teton Dam, and the Laurel Run Dam,
underscores the real need for accurate and prompt forecasting of
dam-break flooding.

Advising the public of downstream flooding during a dam
failure emergency is the responsibility of the National Weather
Service (NWS). To aid NWS hydrologists in forecasting the inun-
dation resulting from dam failures, the numerical NWS Dam-Break
Flood Forecasting Model (DAMBRK) (Fread 1977, 1980, 1988) was
developed for use with high-speed computers to model the outflow
hydrograph produced by a time-dependent partial dam-breach, and
route this hydrograph downstream using the complete one-
dimensional unsteady flow equations while accounting for the
effects of downstream dams, bridges, and off-channel (dead) stor-
age. However, in some situations the real-time use of the DAMBRK
model may be precluded because warning-response time is short or
adequate computing facilities are not available.

To alleviate this potential problem and attempt to improve
upon the accuracy and versatility of existing simplified dam-
break modeling procedures, the NWS developed in 1983 the
Simplified Dam Break (SMPDBK) Flood Forecasting Model. With this
model, which can efficiently be processed on an inexpensive
microcomputer, the user may within minutes produce forecasts of
the dam-break floodwave peak discharges, peak flood elevations,
and peak travel times. It should be noted, however, that the use
of the NWS SMPDBK model is not limited to NWS hydrologists.
Planners, designers, civil defense officials, and consulting
engineers who are concerned with the potential effects of a dam
failure and who have limited time, resources, data, computer
facilities, and/or experience with unsteady flow models may also
wish to employ the model to delineate the areas facing danger in
a dam-break emergency.

This document is a revision of an earlier document by
Wetmore and Fread released in 1984. This revised document
presents an outline of the NWS SMPDBK model's conceptual basis.
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Appendix I gives a step-by-step guide and example of the
computations involved in the model. Appendix II shows the peak-
flow routing curves.

II. MODEL DEVELOPMENT

The SMPDBK model retains the critical deterministic
components of the numerical DAMBRK model while eliminating the
need for large computer facilities. SMPDBK accomplishes this by
approximating the downstream channel as a prism, including the
effects of off-channel (dead) storage where appropriate; concern-
ing itself with only the peak flows, maximum water surface
elevations and travel times; neglecting the effects of backwater
from downstream bridges and dams; and utilizing dimensionless
peak-flow routing graphs that were developed using the NWS DAMBRK
model. The applicability of the SMPDBK model is further enhanced
by its minimal data requirements.

Three steps make up the procedure used in the SMPDBK model.
These are: (1) calculation of the peak outflow at the dam using
the temporal and geometrical description of the breach and the
reservoir volume; (2) approximation of the channel downstream of
the dam as a prismatic channel; and (3) calculation of
dimensionless peak-flow routing parameters used with families of
dimensionless routing curves to determine the peak flow at
specified cross sections downstream of the dam.

2.1 Breach Description

Most investigators of dam-break flood waves have assumed
that the breach or opening formed in a failing dam encompassed
the entire dam and occurred instantaneously. While this
assumption may be nearly appropriate for the relatively few
concrete arch dams, it is not valid for the large number of
earthen dams or for concrete gravity dams. Because earthen dams
generally do not fail completely nor instantaneously, the SMPDBK
model allows for the investigation of partial failures occurring
over a finite interval of time. Although the model assumes a
rectangular-shaped breach, a trapezoidal breach may be analyzed
by specifying a rectangular breach width that is equal to the
average width of the trapezoidal breach. Failures due to over-
topping of the dam and/or failures in which the breach bottom
does not erode to the bottom of the reservoir may also be
analyzed by specifying the elevation of the reservoir water
surface when breach formation commences and the final breach
bottom elevation.

The SMPDBK model uses a single equation to determine the
maximum breach outflow, and the user is required to supply the
values of five variables for this equation. These variables are:
1) the surface area or volume of the reservoir; 2) the elevation
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of the reservoir water surface when breaching commences; 3) the
time required for breach formation; 4) the final breach bottom
elevation to which the breach cuts; and 5) the final width of the
breach. For pre-event analyses, the user must estimate the last
four variables above. To assist in this estimation, the default
values shown in Table 1 are provided.

Table 1--Default Values for Breach Description
_———————— ——————— —— ——————————  — |

Value Units Description Default
B, ft Final breach width 3H for earth dams
5H for concrete gravity
dams

0.9 X maximum width of
tailwater section for
concrete arch dams

t, minutes | Time of breach H/3 for (earth dams)
formation (failure) H/40 for concrete
gravity dams
H/50 for concrete arch
dams
h_ ft Final elevation of Elevation of bottom of
breach bottom tailwater (first) cross
section

Note: H is the difference (in ft.) between the reservoir
water surface elevation when breach commences to form and the
final bottom elevation of the breach (h)

Once the maximum outflow at the dam has been computed, the
depth of flow produced by this discharge may be determined from
the Manning equation which utilizes the geometry of the channel
immediately downstream of the dam, the Manning "n" (roughness
coefficient) of the channel, and the slope of the downstream
channel. This depth is then compared to the depth of water in
the reservoir to determine whether it is necessary to include a
submergence correction factor for tailwater effects on the breach
outflow (i.e., to find whether the water just downstream of the
dam is restricting the free flow through the breach). This
comparison and (if necessary) correction allows the model to
provide the most accurate prediction of maximum breach outflow by
properly accounting for the effects of tailwater depth just
downstream of the dam.

2.2 Channel Description

The river channel from the tailwater cross section just
downstream of the dam to each routing point is approximated as a
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prismatic channel. Cross sections at each routing point are
obtained from topographlc maps and should be selected so as to
describe width variations of the river channel and valley, as
well as 51gn1f1cant changes in the channel bottom slope. The
prlsmatlc channel is represented by a single cross section that
is a distance-weighted average of all cross sections from the dam
to the current routing point. This prismatic representation of
the channel is required to accurately predict the extent of peak
flow attenuation.

2.3 Downstream Routing

After the maximum breach outflow and tailwater depth or
elevation have been calculated, the flow is routed downstream.
The routing is achieved by employing dimensionless peak-flow
routing curves that were previously developed using the NWS
DAMBRK model. These dimensionless curves are grouped into
families (see Appendlx II) and have on the abscissa the
dimensionless ratio (X') which is the ratio of the downstream
distance. (from the dam to any cross section where peak flow
information is de51red) to a distance parameter computed using an
equation glven in Appendix I. The vertical coordlnate of the
curves used in predicting peak downstream flows is Q" which is
the ratio of the routed peak flow at the selected cross section
to the computed peak flow at the dam.

The distinquishing characteristic of each family of curves
is the Froude number (F) developed as the floodwave moves
downstrean. The dlstlngulshlng characteristic of each member of
a family is V" which is the ratio of the volume in the reservoir
to the average volume occupied by peak-flow in the downstream
channel. Thus, in order to predict the peak-flow of the
floodwave at a downstream point, the distinguishing
characterlstlc (F) of the curve family and its particular member
(V ) must first be determlned along with the dimensionless
distance parameter (X"). The equations required for these
computations, as well as the equations for determlnlng the peak
flood elevations at forecast points, are presented in Appendix I.

The time of occurrence of the peak flow at a selected cross
section is determined by adding the time of failure (breach
formation time) to the time required for the floodwave peak to
travel from the dam to the selected cross section. The travel
time is computed using the kinematic wave velocity which is a
known function of the average flow velocity throughout the
routing reach. The times of first flooding and deflooding of a
particular elevation at the cross section (such as the top of
bank or some elevation at which flood damage occurs) may also be
determined when the flood elevation is specified.



III. Recent Modifications to SMPDBK

Since about 1987, several improvements have been
incorporated into the original SMPDBK which was first released in
1984. These improvements include the following:

(1)

(2)

(3)

(4)

(5)

(6)

(7)

Use of the Mannlng equation to compute the water
surface elevation for a known discharge; this allows
the actual geometry of the cross section to be used
rather than.the former method of using a power function
(B=kh") that was fit by least squares to the channel
width vs. .elevation data, which for some applications
is subject to large fitting errors; the Manning
equation requires an iterative solution within SMPDBK;

Specify the Manning n roughness coefficient for each
elevation of the channel width vs. elevation table
rather than the former use of a single value of Manning
n for-all levels of flow in the cross section;

Use of a nonllnear extrapolatlon technlque for the
families of peak-flow routing curves for Froude numbers
greater than 0.75 rather than the former procedure
which neglected the shift in the routing curves for
Froude numbers greater than 0.75;

Cross sections to have both active flow widths and
inactive - (dead storage) widths; -this is handled in
SMPDBK by assigning a very -high-Manning n such as 0.30
to 0.50 for the inactive portion of the cross section
for routing computations which utilize the families of
routing curves; only the active portion of the cross
section is used when iteratively computing the water
surface elevation from the Manning equation using the
known routed discharge;

The final water surface elevations are computed using
the Mannlng equatlon or the critical flow equation

Q = (gA./B)’ Which equation is used and which slope
is used in the Manning equation depends on whether the
upstream and downstream flows are subcritical or
supercritical or a mixture of subcritical and
supercritical (see Table 12, Appendix I).

The ability to use an existing data set rather than the
former procedure which always required a data set to be
interactively created before processing it through the
SMPDBK model;

The ability to correct the interactive data input when
inadvertent data values are interactively entered; the
ability to edit the interactive data set efficiently;



and the capability of permanently storing data sets
that have been interactively created;

(8) The addition of a profile plot of the computed peak
discharge against the mile location at each cross
section and a similar profile plot of the computed peak
water surface elevation. Also a graph of the cross
section at a point of interest.

(9) The submergence correction factor (SUB) for the peak
outflow is both an iterative and incremental procedure
which first computes a submergence factor that forces
the tailwater depth to be less that the headwater
depth. It is then adjusted until the peak discharge
becomes constant.

(10) Include the dynamic effect in the slope term of the
Manning equation. This allows SMPDBK to emulate Option
11 (dynamic routing in the reservoir) rather than
Option 1 (level pool routing) of the DAMBRK model.

(11) The wave travel time algorithm was modified to account
for attenuation due to inactive storage.

(12) Use Newton-Raphson technique to compute the depth
instead of Bisection method in order to reduce the
number of iterations required to compute the depth.
The Bisection method is used as a backup method if the
Newton-Raphson technique nonconverges.

IV. CONCLUDING REMARKS

In both real-time forecasting and disaster preparedness
planning, there is a clear need for a fast and economical method
of predicting dam-break floodwave peak discharges, peak flood
elevations, and peak travel times. The SMPDBK model fills this
need, producing such predictions quickly, inexpensively and with
reasonable accuracy. For example, in a test analysis of the
Buffalo Creek dam failure, the average error in forecasted peak
flow and travel time was 10-20 percent with peak flood elevation
errors of approximately 1 ft. Comparisons of the SMPDBK model
results with those of DAMBRK model for test runs of theoretical
dam breaks show the simplified model produces average errors of
10 percent or less.

To help reduce the time required for data collection,
default values for some of the input data have been estimated.
These default values may be used by dam-break flood forecasters
when time is short and reliable data are unavailable. It is
essential that all required input data be readily available in
order to save precious warning response time.



The SMPDBK model is not only useful in a dam-break
emergency, it is also suitable for computation of contingency
flood peak elevations and travel times prior to a dam failure.
Computation of dam failures allows those responsible for
community preparedness to delineate danger areas downstream if a
dam fails. Ideally, the more sophisticated NWS DAMBRK model
would be used in a long-term disaster preparedness study where
sufficient computer resources are available to obtain the most
reliable estimate of probable flood elevations and travel times.
However, for short term studies with limited resources, the
SMPDBK model will be most helpful in defining approximate peak
flood elevations, discharges, and travel times.

In closing, the authors would like to stress that while the
SMPDBK model can be a very useful tool in preparing for and
during a dam failure event, the user must keep in mind the
model's limitations (Fread, 1981). First of all, as with all
dam-break flood routing models, the validity of the SMPDBK
model's prediction depends upon the accuracy of the required
input data, whether these data are supplied by the user or
provided as default "most probable" values by the model. To
produce the most reliable results, the user should endeavor to
obtain the best estimates of the various input parameters that
time and resources allow. Secondly, because the model assumes
normal, steady flow at the peak, the backwater effects created by
downstream channel constrictions such as bridges with their
embankments or dams cannot be taken into account. Under these
conditions, the model will predict peak flood elevations upstreanm
of the constriction that may be substantially lower than those
actually encountered, while peak flood elevations downstream of
the constriction may be somewhat overpredicted. Recognizing
these limitations and exercising good judgement, the SMPDBK model
user may obtain useful dam-break flood inundation information
with relatively small expense of time and computing resources.
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APPENDIX I

THE NWS SIMPLIFIED DAM BREAK MODEL
PROGRAM DOCUMENTATION AND USERS' GUIDE

WITH EXAMPLE PROBLEM



I.1. INTRODUCTION

The following User Guide is intended to familiarize the user
with the Simplified Dam Break Model's data requirements and the
computations it performs in producing the information necessary
for delineating endangered areas downstream of a failed dam.
Briefly stated, the model calculates the maximum outflow at the
dam, evaluates how this flow will be reduced as it moves from the
dam to the downstream locations specified by the user. The model
determines the maximum water surface elevation, the time required
to reach the maximum water surface elevation, and the times of
flooding and deflooding at the specified locations. All of these
calculations utilize information (data) supplied by the user, a
summary of which is given below. The user should note that while
the model supplies default values for many of these input
variables, the most accurate results are produced when the most
accurate data are entered, and the authors strongly urge the use
of the best possible estimates of the input variables for each
application.

| Table 1. SIMPLIFIED DAM BREAK MODEL INPUT VARIABLES

Dam Crest Elevation (Top of Dam) or Reservoir Elevation when
Breaching Begins

Final Breach Bottom Elevation

Reservoir Storage Volume

Reservoir Surface Area

Final Breach Width

Time Required for Breach Formation

Turbine/Spillway/Overtopping Flow (at time of failure)

Distance to primary point of interest

Dead storage equivalent Manning n

Channel width (distance between equal contours on opposite
sides of the river) vs. Elevation (contour) data for two or
more downstream river/valley cross sections

Manning Roughness Coefficients (estimated for each level of
flow corresponding to each channel width for each selected
cross section)

Flood Elevation (elevation at which flooding becomes a
problem) at each cross section (optional)

Reach length from the dam to the cross section




I.2. MAXIMUM BREACH OUTFLOW DISCHARGE AND DEPTH CALCULATION

To determine the maximum breach outflow (Q..) from the dam,
the user must first obtain the following data values:

A -

S

H -

Defaults:

Reservoir surface area (acres) at maximum elevation of
pool level

Elevation (ft) of maximum pool level minus (-) final
breach bottom elevation; this is called "the head on
the breach"

Average final breach width (ft)

Time of failure (minutes)

Additional (nonbreach) outflow (cfs) at time t, (i.e.,
spillway flow, turbine flow, and/or crest overflow)
(optional data value, may be set to 0).

The reservoir surface area is estimated to be equal to
twice the reservoir volume divided by the dam height.

The head on the breach, H, is set equal to the height
of the dam (H ) which is defined as the dam crest
elevation mlnus the invert (bottom) elevation of the
first (tailwater) cross section.

The average final breach width is estimated to be three
times the height of the earth dam, five times the
height of a concrete gravity dam, and 90 percent of
the width of a concrete arch dam.

The time of failure may be estimated to be near zero
for a concrete arch dam (see following subsection on
instantaneous failure) while the breach erosion rate
for earth dams is estimated to be given by t, = H/3.

These values are substituted into the following falling head,
broad-crested weir flow equation to yield the maximum breach
outflow (Q.,) in cfs, i.e.,

c 3

Qbmax=Qo+3'lBr T——'
f

where:

+.C (1)

<

c=_B_.._S (2)



I.2.1 Instantaneous Failure

In some situations where a dam fails very rapidly, the
negative wave that forms in the reservoir may significantly
affect the outflow from the dam. In such cases, the following
special equation [Eg. (la)] must be used to compute the maximum
breach outflow. Eg. (la) should be used if t < 0.001*H,, where
t; is the time of failure in minutes and H, is the height of the
dam in feet. If this condition is satisfied, then:

Qpmax = 3.1 B, (I, I,) HP"? (1a)

where:

3/2
2 3
I, = L.o + 0.148 {%r) (m +1)2 - 0.083 [EBI] (m + 1)3} )

B, B,)? )
I,=11.0 - 0.5467 5 (m + 1) + 0.2989 B (m + 1)

B, )3 B.)*“
—0.1634[%) (m + 1)3 + 0.0893 [i”] (m + 1)% (4)

3/2
B 5
-0.0488 [3') (m + 1)°

breach width;

valley topwidth at dam crest;

height of dam; and

channel width vs. depth shape parameter used in a
power function (B = k h"); m is computed as follows:

where:

o

_ log B, - log B,

~ Tog h; - log h, (5)

where the subscript I denotes the value at the channel width
corresponding to the water depth and the subscript 2 denotes the
value at the second channel width which should usually correspond
to the top-of-bank or bankfull level of the cross section.
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I.2.2 Maximum Depth Calculation

Once the maximum outflow has been calculated, the maximum
water surface elevation (h, ) at the tailwater cross section
located just downstream of the dam must be determined. The

“maximum depth ( ) associated with the maximum (peak) discharge
at any cross section is computed from the Manning equation, i.e.

Q= 1.;1186 si/2 p R¥/3 . (6)
Ay (1 VB v 1 AV
: =S, + Z + = (1 - — - = 7
vwhere S ° ZE(C gA ( c)) g At (7)
5 2A AB

=2 - <4 v 8
¢ [3 382 E] ( )

where: Q = maximum discharge;
A = wetted cross-sectional area which is a function of

the elevation or depth associated with the maximum
discharge;

wetted hydraulic radius = A/B, in which B is the
wetted channel width which is a function of the
elevation or depth associated with the maximum
discharge;

the Manning roughness coefficient' which is a
known function of depth or water surface elevation;
total slope;

the channel bottom slope which is determined by
subtracting the invert (lowest) elevation of a
cross section from the invert elevation of the
adjacent downstream cross section;

the difference in the depth at maximum discharge
and at minimum discharge (turbine flow);

w
]

o ]
I

n
(]

Ay

'Note: The Manning roughness coefficient for out-of-bank flows
may be estimated to be 0.04 to 0.05 for a cross section located
in an area where the overbank is pastureland or cropland, 0.07
for a moderately wooded area, and 0.10 to 0.15 for a heavily
wooded area (use the higher value to account for effects caused
by significant amounts of debris in the downstream valley).
The Manning coefficient for the in-bank portion of a cross
section can be estimated as: n = 0.39 5°3%/R™' and n > 0.035.
The total Manning n for a cross section with in-bank and out-
--of-bank (floodplain) flow can be estimated by a simple weighted
value; i.e., n = (Bjn; + Bn)/(B;, + B)), where B; and B  are
channel topwidths for the in-bank and out-of-bank portions,
respectively. Also, n; and n, are the Manning coefficients for
in-bank and out-of-bank flows, respectively.
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the difference in the velocity at maximum discharge
and at minimum discharge (V=Q/A);

At = time of maximum breach in seconds;

g = gravitational acceleration;

c = kinematic wave velocity; and

AB = the difference in the channel width at maximum

discharge and at minimum discharge.

Since A, R, and n are nonlinear functions of the water
surface elevation (h), an iterative technique must be used to
solve Eqg. (6). The Newton-Raphson iterative technique is chosen
because of its rapid rate convergence. 1In this method, Eq. (6)
is evaluated with a trial elevation h" which is computed as:

h* = 0.5 (hy + hy) (9)

in which h = is the minimum possible depth (initially assumed to
be zero) and h A is the maximum possible depth (initially assumed
to be twice the height of the dam. Using h* to obtain A and B
from a table of B vs. h (which is basic input), and a table of A
vs. h which is easily computed from the B vs. h table by using
the trapezoidal rule, Eq. (6) is used to calculate Q".

Next a new value of h' is computed as:

h*e = h* - [Q '_Q] (10)
dQ
. * _ a*(-dn 5 B _ 2 dB
where: dQ Q ( = + 3 3 3 5 (11)

which is the derivative of Egq. (6) with respect to the water
level. 1In this equation Q is the known discharge either from Eq.
(1) or from the routing tables, dB is the change in top width
with respect to depth,and dn is the change in Mannlng roughness
with respect to depth. When the difference between h* and h" new 1S
less than 0.01 ft, convergence to the correct depth has occurred.
The difference (¢€,) is given by the following:

= lh' _h‘neul (12)

Although the rate of convergence in the Newton-Raphson
technique is rapid, in some cases this technique may diverge. If
a solution cannot be reached in 15 iterations, the model switches
to the Bisection iterative technique whlch has more reliable
convergence properties. 1In thlS method, Q" is computed as in the
Newton-Raphson technique with h* computed from Eq. (9). Then if
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Q" is greater than Q, hmlls set equal to h*, or if Q' is less than
Q, h is set equal to h'. When the dlfference between Q" and Q
is acceptably small (i.e., less than 1 percent), convergence to
the correct depth (h,,) has occurred. The difference (€q) is

given by the following:

€q = 19° -2l 100% (13)
Q

Since S and h are interdependent, the depth is always solved
twice. For the initial solution S is-assumed to be the bottom
slope (S,). The depth using S, is then used to compute the total
slope S. Finally the depth 1s recomputed using that S value. If
S has to be computed for a partlcular cross section and the depth
needs to be computed again, the previous S value is used instead
of S, for the first computation of the depth.

I.2.3 Submergence Correction ?

If the depth of flow in the tailwater cross section
1mmed1ate1y downstream of the dam is suff1c1ently deep, the
maximum discharge will be reduced. This is accounted for with a
submergence correction which adjusts the head over the weir to
compensate for the tailwater effects. The maximum breach outflow
is corrected iteratively for submergence resulting from tailwater
effects if the computed maximum tailwater elevation(E,) minus (-)
the final breach bottom elevation (E ) at the tallwater Cross
section 1mmed1ately below the dam is greater than <ns1:XMLFault xmlns:ns1="http://cxf.apache.org/bindings/xformat"><ns1:faultstring xmlns:ns1="http://cxf.apache.org/bindings/xformat">java.lang.OutOfMemoryError: Java heap space</ns1:faultstring></ns1:XMLFault>